
NOTE:  The document identifier and heading have been changed MIL-PRF-27/360
on this page to reflect that this is a performance specification. 5 February 1985
There are no other changes to this document.  The document
identifier on subsequent pages has not been changed, but will
be changed the next time this document is revised.

PERFORMANCE SPECIFICATION SHEET

TRANSFORMERS, POWER, 15 VA, 60 HZ, ELECTROSTATIC SHIELDED, TF4S03FA

This specification is approved for use by all Departments
and Agencies of the Department of Defense.

The complete requirements for acquiring the transformer described herein shall
consist of this specification and the latest issue of MIL-T-27.

NOTES:
1. Dimensions are in inches.
2. Metric equivalents are given for general information only.
3. Marking shall be in the sides of the case.  Terminal identification shall be as shown on the figure.
4. Electrical values shall be marked as specified in table I.
5. For series output connect terminals 4 and 5 together.  For parallel output connect pins 3 to 4 and 5 to 6.

FIGURE 1.  Dimensions and configurations.
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Inches    mm
  .005     0.13
  .016     0.45
  .062     1.57
  .063     1.60
  .070     1.78
  .125     3.18
  .138     3.51
  .188     4.78
  .375   22.23
1.483   37.67
1.688   42.88
2.062   52.37
2.312   58.72
3.125   79.38






